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COMPLIANCE WITH ALL APPLICABLE FEDERAL, STATE 
AND LOCAL REGULATIONS AND STANDARDS. 
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DIMENSION TOLERANCE ± 1/2"

***ANY ADDITIONS, DELETIONS, OR OMISSIONS MUST BE 

CONSIDERED ALL INCLUSIVE***
CORRECTED ON THIS DRAWING AS THIS DRAWING WILL BE 

Steering wheel: Ø5.9x1 7/16"

VWS-770-FF  (MANUAL HAND WINCH STACKER - FIXED FORKS OVER FIXED LEGS)

1/8" (3.2mm)
Fork Thickness:

X

Front wheel: Ø2.9x1 7/16"
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YOUR SALESPERSON

Mast: Single

X

TM

X

X

X

Model # VWS-770-FF
Capacity (UDL): 770 lbs. up to 60"
Lift height: 60"
Lowered height: 3 3/8"
Fixed forks over fixed legs
Lift per crank revolution: 25/32" (20mm)
Overall mast height: 78 3/16"

ALL GRAPHICS PROVIDED ARE FOR REFERENCE ONLY. IF CERTAIN 
DIMENSIONS ARE CRITICAL PLEASE VERIFY THOSE DIMENSIONS WITH 

STANDARD FEATURES


